Monroe County Surveyor's Office Corner ID: Polk_Q19 


Polk. al4 
LAND CORNER RECORD 
Index: T-17 Corner: _ 1/4 Corner between Sections 26 and 27 | State of Indiana - Hoosier National Forest 


Section: 27 |Township: 7N [Range: TE [PM: 2nd |Comty: Monroe 


Coordinate: Lat/N: 1371781.678 | Long./E: 3150459.056 | _| Datum: _NAD83 IN West Zone, US Survey Feet 
CORNER HISTORY: (Chronological history of corner) 


.) Date of Survey 


Recording Information: 
A stamped : ~ 
10/19/1982 


Ken Anderson Las vat USDA Forest Service 
LS. #80040845 aluminum monument Bedford, IN 


set 
Species: | Diameter: ‘| Bearing: _| Distance: | 
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prior survey: 






7 S23°E 
Tepoet UNA C—C“C‘“‘SC~‘*@Y 
A igi monument stamped "T7N R1E 1/4 S.27 S.26 1982" found 0.5' above 
grade. 


NARRATIVE REFERENCE: | 
Monument isa 3" aluminum monument stamped "T7N R1E 1/4 $.27 S.26 1982" found 0.5' above grade, ° 
a carsonite post is located 2.0' north of the monument, located +/- 200' southeast of a large Pine stand, 


a mature tree line to the east along what looks like an old road bed, on the western crest of a north-south - 
running ridge, a stand of 6"-10" Poplar trees is to the northeast. | 


S.279 8.26 


7980 





| PERPETUATION RECORD: | | 
| The record monument was found undisturbed and maintained by remarking one existing bearing tree 
and establishing two new bearing trees. One existing bearing tree was recovered from a Monument 
Record by Kevin Enright, dated 4/9/2009. 


Two new bearing trees were marked with a blaze, scribed B.T., bearing tree sign and mag nail. 


Referenced on BRC] survey recorded as InstNo.2018007752 


Corner Location = @ 


Section: 27 T7N RIE. 


Monroe County Surveyor's Office Corner ID: Polk_Q19 


MONUMENT RECORD 
State of Indiana - County of Monroe 


Section: 26 Township: 7 North Range: | East Corner ID: Polk Q-19 


Monument Description & Remarks: 3" Aluminum cap, "T7N RIE, 1/4, §.27/S.26, 1982". 
Survey Sign 4.5ft above ground at pt. B 
References On File: 


RECOVERY TIE DRAWING 
Field Book 41! Page No. 76 





A - 3" Aluminum cap ata a B 
B -S 02° W 2.22' to Survey 

Sign on metal fence post 

C-S 02° W 8.08' to MAG C 
natl in 7" Tulip Poplar 

D-N 11° W 13.49' to MAG 

nail in 9" Tulip Poplar 

E : N 70° E 13.30' to MAG Not To Scale 

nail in 8" Tulip Poplar Compass Bearing Magnetic North 


I, Kevin P. Enright, Monroe County Surveyor, hereby certify that this document was prepared under my 


direction in accordance with the provisions of section 36-2-12-11 of the Indiana, rode; angie Wedata 


is given under my hand and seal fhig 30th day of October, 2008. s se RVEYO Ope S ot : yn 
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Drawn by: TE.R Print date: November 7, 2008 
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Original Gover nment Survey 
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Original Bearing Trees Found 
Species 
Diameter 
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Subsequent Corner Restoration 


Yeor surveyed. 
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Bearing Trees, Reference Objects 
‘Species 
| Diameter 
Beoring 
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Relotion of Evidence to Record Features Along Section Lines 
Section line to sections 
Object 
\Record distance ————— 





Meosured distonce 


Other Evidence 
Describe evidence of use ond occupation such as roads, fences, clearings , timber cutting lines, 
plontotions ,etc.. Cite source of testimony if omy. ——— —  ———————_____________ 
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I. Did you have the record description’ A Se Se ee ——— 
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recover evidence’ ‘Yes 





iCertified corner restoration cerlificole prepared: Yes ______ _. Wo 





Filed im county records at Dote ____ ES—d County Document No.. 








identifed on aerial photo No, .| Which is filed af 
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